
 

 

LCD Automatic Sublimation Fastness Textile Testing Equipment 120-180℃ Range 

 

 

  



  

  

 

 Product Details: 

 Place of Origin: China 

 Brand Name: YUYANG 

 Certification: ISO105 AATCC 92 BS 1006 

 Model Number: YY844 

 Payment & Shipping Terms: 

 Minimum Order Quantity: 1 set 

 Price: Negotiation 

 Packaging Details: Plywood Box 

 Delivery Time: 5-10 work days 

 Payment Terms: T/T L/C Western Union 

 Supply Ability: 10 sets per month 



 Share to： 

Product Details 

LCD Automatic 120-180℃ Range Sublimation Fastness Textile Testing 

Equipment 

  

Description: 

  

Sublimation Fastness Tester is used to determine Ironing color fastness and 

sublimation fastness of fabrics, Scorch tester complies with standards ISO105, AATCC 

92, BS 1006, etc. 

  

  

Applications: 

  

Scorch Tester(Sublimation Fastness tester),to determine fabrics Ironing color fastness 

and sublimation color fastness, and dimensional stability under hot dry conditions, 

Heating plate temperature and the distance between are adjustable, equipped with 

electronic temperature controller and the top plate with precisely controlled weight. The 

temperature of each heating plate can be controlled individually. 

  

  

Advantages: 

  

1. Speciality in testing equipment 

2. Various products to choose from 

3. Accept customization 

4. Excellent after-sale service 

  

  

Specifications: 

  

Counter 
LCD,1-999,999times,automatically stops and 
warns 

Temp. Range 120-180℃ 

Heating temp. control mode Individual control for each top and bottom plate 

tester-A 4 x 1.13inch (102 x 29mm) 



Scorch/Sublimation Fastness Heating 
plate 

tester-B 5 x 5inch (125 x 125mm) 

tester-C 8.25 x 8.25inch(210 x 210mm) 

Weight 20 Kg 

Dimensions 350*300*230 mm(L*W*H) 

Power 220/110 V 50/60 Hz 4 A 

  

  

 

  



 

  

  

 


